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Tai Ping Carpets EMEA declares that the specified carpet is in conformity with the essential
requirements and provisions of the Council Directive 89/106/EEC and annex ZA of EN 14041:2018
(System 3), when installed in accordance with the installation instructions contained in the product
documentation.

Provisions to which the product/family of products conforms:
EN 14041 - Resilient, textiles and laminate floor coverings - Essential characteristics

Construction Product Description and Type: 100% NZ wool tufted carpet
Product Code / Name: 100% NZ Wool 450WT to 100% NZ Wool 750WT

Declared performance of the family of products:
Reaction to fire: Class Bfl-S1
Content of pentachlorophenol: < 5ppm
Formaldehyde emission: E1 / A+
Slip resistance: NPD

Conditions applicable for installation: Loose laid, stretch or direct stick down

The product detailed above is manufactured by Tai Ping Carpets under Quality Assurance Standard
ISO 9001:2008. This Declaration of Conformity remains valid as long as the FPC or the Technical
Specification of the product is not modified significantly.

A product family group of 100% NZ Wool tufted carpets have been delineated and the Notified Body
#0493, CENTEXBEL have verified compliance of this group with Reaction to Fire BS EN 13501-1:
2007+A1:2009 Part 1.

Signed: Date: 06/07/2023
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